SS a ee ee a Le a ea ee 


—INSTRUCTIONS FOR USING THE WILSON CARTRIDGE CASE TRIMMER— 


To save room, trimmers are boxed with the cutter and bearing assembly reversed, 
To place in operating position, loosen the cutter bearing screw under the base and 
turn cutter and bearing together 180°. Tighten screw securely. 


The trimmer is best held in a vise, which will hold it in proper position and high enough from bench for handle clearance. Card- 
board or blotting paper will protect trimmer base from vise jaws. 


In setting the trimmer for correct case length the WILSON Cartridge Case Gage is recommended in those calibers for which it 
is furnished. The case trimmer should be adjusted to produce a case length which will register flush with the lower step of this 
gage. In all other calibers adjust the trimmer according to the TABLE OF CARTRIDGE CASE LENGTHS furnished below, 
With a little practice you will develop considerable speed in putting cases through the trimmer. In our use of the tool the oper- 
ations are done as follows: Drop case in shell holder and tap head end on hardwood block. Hold firmly in trimmer with case 
head against stop screw and twirl cutter until it stops cutting. Remove case by tapping mouth on same block. NOTE: Shelli 
holders have a groove turned near head end to indicate at a glance which end is the head end. 


The trimmer is now being furnished in .88 Spl., .45 Auto., and other pistol calibers in which the cases have practically no body 
; taper. These cases require a special type hardened shell holder which is constructed very much like a sizing die and cases can't 
 ——- be “bumped” in and-outlike most rifle cases but must be forced in with a light arbor press or mallet and must-he driven or pus 
out. These pistol shell holders are made longer than the cases to be trimmed so that cases may be forced clear in without dam- 
age to the case mouth. The holder is counterbored at mouth end for cutter clearance. Users will find the trimmer somewhat 
slower on pistol cases than on rifle cases but it will produce a very uniform case length with consequent perfection in crimping. 


a 


All trimmers are now made with a rake-tooth cutter. This cutter has the advantage over a straight-tooth cutter of cutting faster 
| and with less pressure required and will be found superior for all purposes within reason. The cutter has been designed expressly 
Be for the job it has“to do, which is to face off amounts from zero to about 1/32”..If ‘desired to face off larger amounts, as in cut- 
ting ’06 brass back to 8 mm length, it may be necessary to_ adjust the stop screw so that the material will be removed in more 
i than one operation. By doing the job in steps the cutter is allowed to contact the stop often enough to steady the cut and pre- 
| vent “grabbing.” While we have sold thousands of case trimmers with the rake-tooth cutter without any trouble of this nature 
being reported, we know that trouble is a possibility in such operations. 


A hardened steel burring tool is furnished with each trimmer. It is used by hand to chamfer the inside of the case mouth and 
to remove the sharp edge outside of the case mouth after trimming. One burring tool serves for all calibers from .22 to .45 
inclusive. The last burring operation done on one case should be the first done on the next. In this way you reverse ends with 
the burring tool just once for each case. 


Occasionally we have a shell holder returned as “defective,” because the case drops in clear to the head and still is not tight. 

Almost invariably these so-called “defective” holders are in .30-30, .82 Spl., .300 Savage or .243-.308-.358 Winchester. Standard 

holders in these calibers are made for FIRED cases and cannot be used for both new and fired. Holders for new cases in these 

calibers are now stocked, are marked “NEW CASES” and can be had at standard prices. Unless holders for new cases are speci- 

fied, however, the standard holder for fired cases will be furnished. In almost all calibers only one holder is required for both 
— new and fired eases, the definite-exceptions being the calibers-.listed in— this paragraph, | 


TABLE OF CARTRIDGE CASE LENGTHS 


Maximuin Maximum Maximum 
POs heeeaheriotaumnsaidinanteiwwndssnwsciens 1.403” 264 Winchester Magnum. ........ 2.500” OD Se LOR cree 752” 
WOE” GS ccbdcestarcerasnaseruwsewcoeenens 1.408 270 “Wimehester niccc..-nechenccenceane 2.540 35 REMINGTON cccsccce 1.920 
SEAN ATH LAOVELE © _ccnnnneasnneacnnnndadi 1.625 270 Weatherby Magnum ........ 2.550 35 Winchester ............................ 2.415 
2 a Co) || ae 1.630 (Goh: re 2.235 SO) UAB TATE occ cacheecceessncs 1.290 
SAN 5? ile ace eee 1.345 7 mm Remington Magnum .... 2.500 358 Winchester ........................ 2.015 
22 Remington Jets esecemncs 1.288 7 mm Weatherby Magnum .... 2.550 358 Norma Magnum .............. 2.520 
272 Pere TON: en ennee were 1.700 280 Remington .......... + Snes 2.540 3875 H. & H. Magnum .......... 2.850 
222 Rem. Magnum ..........-...-.-- 1.850 294 WIMCHGSERR  cccccswisivcdimoreeesy 2.170 875 Weatherby Magnum ........ 2.860 
BAO WAR OE -reccurcccheicennnion . mbboxien 1.938 C00 Winn, PAISSIAD cece emcee: 2.114 378 Weatherby Magnum ........ 2.913 
Improved, Zinper™ <ccdeseercden 1.938 7x61 Sharpe & Hart ................ 2.402 88 S. & W. Special ....0.0.000... _ 1.155 
219 Don (rimmed) ...............- 1.750 2) a 1.290 SO PUPP FUG cvcteevepeeesinds 900 
22 Savage High Power .......... 2.050 SO) FROME GEOR on-screen 2.050 38 S.&W. (88 New Police) .... .775 
22-2590 (Varminter)  cetesesces: 1.912 30-30 (30 W.C.F.) uu... 2.039 88 Long Colt ........ NW te, 1.035 
220 Weatherby Rocket .......... 2.205 OU CABS oenndemnnaiinnannsimennnenne 1.871 88-40 (88 W.C.B.) oeccccecccccesecee 1.305 
220 Wilson Arrow ..........-..-.--- 2.205 OED AAG So eunsinwammirngenncasecerenes 2.314 a EEE aoe. GSAT 2.129 
BS ERO oacideednwvi eamaemagehcbtievincst 2.205 BOSC cxageccqosssomegeveqeeamppersmumnaniamnnes 2.494 AA-AQ (4A WCB) cocccceneveoeeceede 1.305 
221 Remington Fire Ball ..... 1.400 300 H. & H. Magnum ............ 2,850 44 S. & W. Russian ............ 970 
224 Weatherby  ...WW...-....2.--...-. 1.925 300 Weatherby Magnum ........ 2.825 44 §. & W. Special ................ 1.160 
225 Winchester . ..........-....-...000- 1.930 8300 Winchester Magnum ........ 2.620 As WAPAUE cceies cote ccs Goes 1.285 
248 Rockchucker ...................--- 2.218 BOS Winthester  cecsesecnsecerencnne 2.015 45 Colt Automatic .................. 898 
BAS. “WINCHESTER occvseccssdessnssienens 2.045 308 Norma Magnum _ .......... 2.559 45 Colt ............. RS 1.285 
244 Remington... wusececcnues..cves 2.233 BD ONMMONE, a cieennnadnmtierinnac anon 2.520 45-70 Government .................... 2.105 
6 mm International .... .......... 1.912 Cio s | a: 2.015 458 Winchester ........................ 2.500 
Sk eee Se ee ken aoe a 1.830 SOS BRUISE scence 2.210 460 Weatherby Magnum ........ 2.913 
2b) ROI GTON:  seeencscvsxnccetiees,.... uae 2.050 BAA (SA Way) nececcncenenncene . 1.815 
ee Bah Foot. Scand daveclndPannibastioen 2.043 32 Remington ....W2.........eeeeeee ee 2.050 
By = OS — Sision 4 puciaWowdesierencoonadl 1.912 ERA Ee spoirtlecsnreritvenitendborgovonsuutineniachelens 2.130 
256 Winchester Magnum ........ 1.281 32 Winchester Special ............ 2.040 
BO WOODOEES cacaesivoctonyscoswinsenaness 2.233 8 mm Mannlicher .................... 2.218 
257 Weatherby Magnum ........ 2.550 8 mm Mauser (8x57)... 2.240 
2ZHG INGWLOD:  ...-.-cxrsccceeneeeiusnees 2.440 33 Winchester 02.0000 o....eeeee- 2.105 
6.5 mm Mannlicher ................ 2.112 338 Winchester Magnum ........ 2.500 
6.5 Norma (6.5x565) .............-- 2.165 348 Winchester ................ etties 2.255 


Please note these are maximum lengths. Cases should be trimmed back when they reach or exceed these dimensions. We 
would suggest that your case trimmer be adjusted to produce a case length .005” under maximum. The lengths are over-all, 
including the rim, where the case has a rim. 
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Cashmere, Washington 
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